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• Lightweight, rugged cutter
• Drop-forged, alloy tool steel jaws with shear-cut blades
• Cuts copper or aluminum, power and communications cable
• Fiberglass handles for 2-handed control and
 reduced weight

Shear Type Hand Operated Cutters 
Power and Communications Cable Cutters

 Approx. Copper Aluminum Communications
 Cat UPC Weight Length Power Power Cable Replacement Cutterhead
 No. No. lbs k Inch mm Cable Cable Inch mm Cat. No. UPC No.

	 0290FCS	 037103908063	 4	1/2	 2	 25	1/2	 648	 500	MCM	 750	MCM	 1	3/8	 35	 0213CSS	 037103907592

	 0390FCS	 037103909305	 6	 3	 32	 813	 750	MCM	 1200	MCM	 1	3/4	 44	 0313FCS	 037103908643

 Soft Steel& Non-Ferrous
 Cat UPC Brinell Rockwell Materials Medium Steel Hard Steel Non-Alloy Chain Wire Rope
 No. No. Hardness Hardness Inch mm Inch mm Inch mm Inch mm Inch mm

	 7190C	 037103922809	 400	 C48	 3/8	 10	 5/16	 8	 1/4	 6	 –	 –	 –	 –

	 7190NE	 037103922847	 300	 C31	 3/8	 10	 5/16	 8	 –	 –	 –	 –	 –	 –

	 7190TN	 037103922908	 400	 C42	 –	 –	 –	 –	 –	 –	 	–	 –	 3/8	 9

	 7190HC	 037103922830	 400	 C48	 –	 –	 1/4	 6	 1/4	 6	 1/4	 6	 –	 –

Hand-Operated, Work Station Cutters
• 4 blade styles: shear-cut, center-cut, clipper-cut, 
 and hard chain 
• Other cutterheads available on order
• Cuts non-ferrous materials, soft, medium, and hard
 steel, non-alloy chain, and wire rope
• Maximum hardness of materials to be cut:
 Brinell/Rockwell 455/C48, and 300/C31
• 21” handle
• Can be mounted to bench or work station
• Base measures 3x6” (76x152mm) 
• Weighs 8 lbs. (4 kg)
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